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Demolition & Recycling
Equipment
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Pulveriser /Processor
RESULTS
(Based on 3500 pi Operating Pressure with 5% Hydraulic Error)

1 1 Pulveriser | Machine class | Jaw Force | Jaw Opening | Approx Weight
W ith 5 r'nodels of pulverisers and pr?cessors to A e o) o ol
suit machines from 8 -65 fonnes, any job can be AP40 710t 13 280 250
handled. All models are quick hitchable. AP80 12 - 15t 25 630 1300

AP150 22 - 36t 40 771 2500

ATLAS Pulverisers utilise a one piece mainframe AP200 33 - 45t 46 905 3000
made from high tensile steels which gives the AP400 40 - 65t 52 925 4000

lowest maintenance costs and highest availability.
They are designed to have massive power at the tip
of the jaw giving high production because most
materials do not need to be at the base of the jaw
for breaking.

A standard feature of the
AP150, 200 and 400 is the
replaceable wear plates on the
bottom jaw.

150 Series Pulveriser

400 Series Pulveriser

400 Series Pulveriser

Atlas Heavy Engineering
attachments have a robust
construction giving
maximum rigidity and
strength along with
unmatched performance
and has built an excellent
reputation for itself in the
demolition and recycling
industries.







